
Hot Water Production

Hydra & Hydra Plus

Other
Domestic packaged
plate heat exchangers

Options
14 models available

Key Features

• Volume production of domestic hot water

• Each model is available as an instantaneous unit
(Hydra) or a semi-instantaneous unit (Hydra Plus).
Hydra Plus units should be used in conjunction
with a buffer storage vessel

• Option of single or twin head primary pump

• Anti-legionella function

Tudor NHRE
Water Storage

Output
320 & 1,443 L/h

Fuel Type
Direct Gas Fired

Key Features

• High performance

• Inspection and cleaning access

• Powered active anode for cathodic protection

• Fully drainable

• Open vented or unvented applications

• Non metallic casing

Tudor NHREV
Water Storage

Output
325 & 1,014 L/h

Fuel Type
Direct Gas/LPG

Key Features

• Ultra low NOx emission premix burner system

• Maintenance free powered active anode system

• Fully automatic ignition system

• High performance and high efficiency

• Horizontal or vertical balanced flue option

• Suitable for all water supply areas

Vistron AB

Capacity
130 - 305 litres

Type
Unvented hot water
cylinders

Key Features

• 25 year warranty on cylinder body

• Manufactured from Duplex stainless steel

• Environmentally sound and highly efficient

• Requires minimal floor space
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Heat Interface Units

Nexus

Outputs
Up to 70kW heating and
41kW for hot water

Type
Network heating

Optional meters
Heat meter
Water meter
Chilled water meter

Key Features

The Nexus Substation offers a range of heat/hot
water Interface units that allow metered service
to be provided to multi-dwelling developments
such as district heating schemes or blocks of
flats or apartments

• Built-into-the-wall and wall hanging versions

• Nexus Diatech - Built-into-the-wall units, useful
where dwellings do not have a dedicated
cupboard

• Nexus Futura - fully cased , wall mounted units
with lockable doors

• LF - Available in ‘Diatech and ‘Futura’ types,
specifically designed to operate with lower
central system flow and return temperatures

• Bitherm - indicates the unit is an indirect
heating version and includes a heat
exchanger for complete hydraulic separation
from the dwelling’scentral heating circuit

• Bespoke - Where a standard unit does not meet
your needs, MHS will be try to accomodated
your special requirements

Pisces

Type
Pressurisation units

Key Features

• Compact dimensions

• Ease of adjustment

• Meets requirements of Water Regulatios

• System first filling function

• High & low system pressure protection

• Comprehensive alarm facility

Pressurisation Managers
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System Ancillaries

Diamante

Type
System filter

Key Features
Specifically designed to arrest micro particles
including magnetite. The Diamante double
action filter system is a "super" filter device
which assists in arresting and removing fine
particles from circulating water of heating and
chilled water systems
• Fine stainless steel mesh strainer basket
• Connections are flanged PN10

Flues

Type
Flue Systems

Key Features
MHS Boilers flue department know that for
higher efficiencies and lower flue gas
temperatures of today's boilers produce
characteristics such as condensate formation
and lack of thermal draught that must be
factored into flue design and construction
• On site measuring service
• Submission of detailed CAD drawings

Maintenance & Service

Peace of mind Key Features
It’s easy to ignore your boiler and heating system
- until it goes wrong or breaks down. A system
failure, especially one caused by lack of
maintenance, can be inconvenient and costly
• Site visits
• Technical support
• Maintenance contracts
• Spare parts
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Maintenance & Service




